JMN SPECIALTIES, INC.

1100 Victory Drive - Westwego, LA 70094
PO Box 189 - Westwego, LA 70094-0189

PRODUCT BULLETIN

SPEC COAT 255

Asphalt Base Rust Preventative

General Description

SPEC COAT 255 is a specially formulated blend of petroleum asphalt and mineral spirits designed
to offer a protective coating to anchor chains and other equipment requiring protection against
external elements. SPEC COAT 255 will leave a uniform, shiny black coating that will lubricate
and prevent rust on chains and wire rope.

SPEC COAT 255 is designed to provide excellent protection on all ballast tanks, interior surfaces
of ship's hulls, void spaces, bulkheads, chain lockers, bunkers, ventilator duct machinery, propeller
shafts, brine tanks, anchors, barges, bearings, buoys, cables, engines, pilings, pumps, tanks and
tubular goods. SPEC COAT 255 is formulated with environmentally friendly aliphatic solvents and
when dry, will not leave a sheen on water.

Application
SPEC COAT 255 should be used as provided. SPEC COAT 255 can be applied by spraying,
brushing or dipping methods.

Physical Properties

Odor Asphaltic
Appearance Dark Black Liquid
Specific Gravity ~1.00

Flash Point > 100" F

Water Solubility Negligible
Availability

SPEC COAT 255 is available in UN approved 5 gallon pails and 55 gallon drums.

Handling
Observe warning label on containers Normal precautions for industrial chemicals apply.

The information contained herein is provided in good faith, but shall not create any warranty, expressed or implied, by operation of law or otherwise, with any respect to any product.
JMN SPECIALTIES, INC. SPECIFICALLY DISCLAIMS ALL WARRANTIES, INCLUDING THOSE OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE.
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