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SPEC FOAM 4500
Foamer for Drilling and Production
General Description
SPEC FOAM 4500 is a specially formulated solution of anionic foaming agents and foam boosters
developed for use in air mist and stable foam drilling operations.  The product has been designed
to provide an economical, high performance foaming agent that exhibits superior foam quality and
stability in a wide variety of fluids and field conditions.  SPEC FOAM 4500 is recommended for
use in fresh water, KCl and field brines up to a concentration of 150,000 mg/L Cl-.  The product also
exhibits good stability to down hole hydrocarbon influx.  SPEC FOAM 4500 can be used with
compressed air, nitrogen, carbon dioxide or natural gas foam drilling operations.  The versatility of
SPEC FOAM 4500 coupled with the product’s superior foam quality and stability, make it an
excellent choice for air mist, stable foam and stiff foam drilling operations.

Application
SPEC FOAM 4500 may be metered into the mist fluid with a chemical pump, or simply poured into
the mist tank and mixed with make-up fluids.  When utilized in air mist drilling SPEC FOAM 4500
is typically applied at concentrations ranging from 0.1% to 0.5% (0.5 to 2.0 gallons/10 barrels)  by
volume.  The product  should  be applied to stable or stiff foam systems at a typical concentration
of 0.75% to 2.0% by volume (3 to 8 gallons/10 barrels). All concentrations are based on fluid
volumes only.  Use concentrations vary depending on well depth, brine concentration, fluid influx,
bottom hole temperatures and bit penetration rates. 

Physical Properties
Color and Form Clear Amber Liquid
Specific Gravity  @ 60B F 1.017
Ionic Charge Anionic
pH 8.50 - 9.00
Pour Point < -30B F

(SPEC FOAM 4500 Contains no heavy metal  or organic chlorides)

Availability
SPEC FOAM 4500 is available in UN approved 5 gallon pails, 55 gallon drums and bulk
quantities.

Handling
Observe warning label on containers.  Normal precautions for industrial chemicals apply.


