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                          PRODUCT BULLETIN 
 

DEFOAMER NT-90 
Alcohol Tributyl Phosphate Defoamer 
 

General Description 
DEFOAMER NT-90 is a ready to use a mixture of tributyl phosphate (TBP) and a lower alcohol. 
DEFOAMER NT-90 is fast defoaming and can quickly defoam and suppress foam for a long time. 
DEFOAMER NT-90 is chemically stable, heat resistant, non-corrosive, non-toxic, and non-explosive. 
DEFOAMER NT-90 has little to no residual odor.  
 

Application 
DEFOAMER NT-90 is a defoaming agent with many applications, including: 
Concrete: DEFOAMER NT-90 will reduce the effects of air on concrete, making it more durable in 
extreme temperatures.  
Paper: DEFOAMER NT-90 is used as an anti-foaming agent in the processing of recycled paper.  
Water treatment: DEFOAMER NT-90 is used as a defoaming agent in drinking water treatment.  
Coating: DEFOAMER NT-90 is used as an anti-foaming agent in protective coatings and water-based 
coatings.  
Dishwashing: DEFOAMER NT-90 is used as a defoamer in detergents for dishwashing machines. 
 

DEFOAMER NT-90 is normally used at treatment rates of 5 gallons per 200-250 barrels of fluid. 
DEFOAMER NT-90 should be slowly added directly to the fluid in a mixing tank. Spraying directly onto 
foam is sometimes the preferred method of treating surface foam. 
 

Physical Properties 
Appearance      Clear to Light Amber Liquid 
Freezing Point     -110°F (-79°C) Estimated 
Flash Point      84°F (35°C) 
Solubility in Water    Dispersible  
pH      Neutral 
Pounds per Gallon    7.42 – 7.52 
 

Availability 
DEFOAMER NT-90 is available in UN approved 5-gallon pails, and 55-gallon drums and bulk quantities. 
 

Handling 
Observe warning labels on containers.  Normal precautions for industrial chemicals apply. This 
document does not purport to address all of the safety concerns, if any, associated with its use. It is 
the responsibility of the user of this product to establish appropriate safety and health practices and 
determine the applicability of regulatory limitations prior to use. 
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