JMN SPECIALTIES, INC.

1100 Victory Drive - Westwego, LA 70094
PO Box 189 - Westwego, LA 70096

PRODUCT BULLETIN

DEFOAMER 12885

Fluorinated Silicone Crude Oil Defoamer

General Description

DEFOAMER 12885 is a fluorinated silicone defoamer in a solvent base for use in crude oil production
wells. DEFOAMER 12885 works by rapidly spreading across the surface of foam bubbles in the oil to
significantly reduce the surface tension and cause them to collapse. DEFOAMER 12885 works by
effectively breaking down the foam due to its unique chemical properties, including low surface
tension and poor solubility in the oil phase. This allows for efficient oil separation and prevents issues
like liquid carryover in the production process. DEFOAMER 12885 can function effectively across a
wide range of temperatures, making it suitable for various oil production environments. DEFOAMER
12885 is resistant to degradation by chemicals present in crude oil, ensuring consistent performance.

Application
In a crude oil production well, DEFOAMER 12885 is typically used in very small quantities, usually

ranging from a few parts per million (ppm) to around 100 ppm depending on the specific well
conditions and the type of foam encountered. DEFOAMER 12885 should only be used in adequate
amounts to control foam in the production stream. This will vary from well to well and must be
determined at each well. Too much defoamer can be counterproductive, as it may form a stable film
on the liquid surface, hindering gas release.

Physical Properties

Appearance Clear to pale straw liquid
Freezing Point -84°C (-120°F)

Boiling Point >100°C (> 212°F)

Flash Point closed cup 12.2°C (54.0°F)
Kinematic Viscosity 0.76 cSt at 25°C (77°F)
Relative Density (water = 1) 0.80-0.82

Availability

DEFOAMER 12885 is available in UN approved 5-gallon pails, and 55-gallon drums and bulk quantities.

Handling
Observe warning labels on containers. Normal precautions for industrial chemicals apply. This

document does not purport to address all of the safety concerns, if any, associated with its use. It is
the responsibility of the user of this product to establish appropriate safety and health practices and
determine the applicability of regulatory limitations prior to use.
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