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                          PRODUCT BULLETIN 
 

VARNISH SOLV 80    

Equipment Varnish and Carbon Cleaner  
 

General Description 

VARNISH SOLV 80 is specialty formulated to remove varnish and carbon deposited throughout the 

equipment from normal operating conditions.  VARNISH SOLV 80 should be added to the existing 

lubricant to remove and suspend varnish while the equipment is running.  Using VARNISH SOLV 80 

can eliminate the need for disassembling the equipment for routine cleaning.  Best results are found by 

using VARNISH SOLV 80 before each lubricant change. VARNISH SOLV 80 is also effective for 

cleaning hydraulic systems and gearboxes. VARNISH SOLV 80 is very effective when used to clean 

Heat Transfer systems with temperatures up to 400°F. 
 

Application 

VARNISH SOLV 80 is normally added to existing oil at 10% by volume; 1 gallon of VARNISH 

SOLV 80 to 9 gallons of existing oil.  Drain enough existing oil to add the required amount of 

VARNISH SOLV 80 and run the equipment as normal for 24 to 48 hours.  This will allow the 

VARNISH SOLV 80 additive to disperse and emulsify the carbon and varnish.  Once unit is clean, 

drain the exiting oil while hot to avoid any settling of the contamination.  Filters must be replaced 

before adding clean new oil.    

 

Physical Properties 

Appearance / Odor    Clear Yellow Liquid / Mild Odor 

Specific Gravity    0.99 - 1.01 

Pour Point     0oF 

Flash Point     > 475oF 

Viscosity @ 100oC    5 - 6 cSt 

 

Availability 

VARNISH SOLV 80 is available in 5 gallon pails, 55-gallon drums, tote tanks, and bulk quantities. 

 

Handling 

Observe warning label on containers.  Normal precautions for industrial chemicals apply. This 

document does not purport to address all of the safety concerns, if any, associated with its use. It is the 

responsibility of the user of this product to establish appropriate safety and health practices and 

determine the applicability of regulatory limitations prior to use. 
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