JMN SPECIALTIES, INC.

1100 Victory Drive - Westwego, LA 70094
PO Box 189 - Westwego, LA 70096

PRODUCT BULLETIN
AC-9571 INDUSTRIAL SCALE REMOVER

High-Performance Acid Descaler for Industrial and Marine Systems

General Description

AC-9571 INDUSTRIAL SCALE REMOVER is a premium, inhibited biodegradable acidic liquid formulation
designed to rapidly dissolve and remove scale deposits from heat exchangers, pumps, separators,
piping, and other water-contact systems. Based on a synergistic blend of biodegradable acids and low
foaming wetting agents, it delivers powerful cleaning action while maintaining material safety on
metals commonly found in industrial and marine equipment. AC-9571 INDUSTRIAL SCALE REMOVER
is the ideal solution for preventative and corrective maintenance.

Application
Mix 1 part AC-9571 INDUSTRIAL SCALE REMOVER with 3—6 parts water depending on scale severity.

(Use warm water if available to improve efficiency). Circulate or soak for 30 to 60 minutes. Do not
allow to dry on surfaces. Rinse thoroughly with clean water to remove all residues. Discharge may
require pH neutralization prior to disposal.

Physical Properties

Appearance Clear to Light Amber Liquid
Freezing Point 32°F

Flash Point Non-flammable

Solubility in Water Complete

pH <20

Specific Gravity 1.10-1.15
Biodegradability High (OECD-compliant)
Availability

AC-9571 INDUSTRIAL SCALE REMOVER is available in UN approved 5-gallon pails, and 55-gallon drums
and bulk quantities.

Handling
Observe warning labels on containers. Normal precautions for industrial chemicals apply. This

document does not purport to address all of the safety concerns, if any, associated with its use. It is
the responsibility of the user of this product to establish appropriate safety and health practices and
determine the applicability of regulatory limitations prior to use.

The information contained herein is provided in good faith, but shall not create any warranty, expressed or implied, by operation of law or otherwise, with any respect to any product
JMN SPECIALTIES, INC. SPECIFICALLY DISCLAIMS ALL WARRANTIES, INCLUDING THOSE OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE.
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