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                          PRODUCT BULLETIN 

TEGSOL DS 
Specialty Cleaning Agent for Gas Dehydration Units 
 

General Description 
TEGSOL DS is a specialty cleaning formulation designed for the maintenance of natural gas dehydration units, 
including glycol (TEG/DEG/MEG) systems. It effectively dissolves heat-stable salts, iron oxides, carbonates, 
sulfates, and organic residues while minimizing corrosion using neutralizing amines and dispersants without 
the harshness of mineral acids. 
 

Key Features 
Effective Salt & Scale Removal: Product dissolves common deposits such as iron oxides, carbonates, and 
heat-stable salts. 
Dispersant Action: Contains dispersants and scale inhibitors to minimize re-precipitation and keeps 
contaminants in suspension. 
Buffered Formulation: Neutralizing amines minimize corrosion risk to carbon steel and stainless-steel 
surfaces. 
Water-Soluble & Easy Handling: Fully miscible with water and compatible with glycol systems. 
Low Fuming & Safer Alternative: Provides effective cleaning with reduced operator hazards compared to 
mineral acid cleaners. 
 

Application 
Concentration: 5–20% by volume in water, depending on fouling severity. Circulation Cleaning: Circulate 
through system for 4–12 hours at 120–160 °F (49–71 °C). Soak Cleaning: For heavily fouled components, allow 
extended contact times. Rinse: Thoroughly flush system with deionized water before returning to service. 
Always evaluate metallurgy compatibility before full-scale use. Avoid prolonged exposure to aluminum or 
zinc components.  
 

Physical Properties 
Appearance    Clear to Light Amber Liquid 
Freezing Point     28°F (-2.2°C) 
Flash Point      Not applicable (water-based) 
Solubility in Water    Complete 
pH 4.0 - 4.5 
Specific Gravity 1.03 - 1.05 
 

Availability 
TEGSIL DS is available in UN approved 5-gallon pails, and 55-gallon drums and bulk quantities. 
 

Handling 
Observe warning labels on containers.  Normal precautions for industrial chemicals apply. This document 
does not purport to address all of the safety concerns, if any, associated with its use. It is the responsibility 
of the user of this product to establish appropriate safety and health practices and determine the applicability 
of regulatory limitations prior to use. 
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