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                          PRODUCT BULLETIN 
 

STYRENE CLEAN UP SOLVENT 
Gel-Break Solvent for Styrene Monomer and Resin Spills 
 
General Description 
STYRENE CLEAN UP SOLVENT is a fast-acting, solvent-based cleaner formulated for the safe and efficient 
removal of fresh, semi-cured, and gelled styrene monomers and resin residues from concrete, metal, 
and equipment surfaces. The blend combines high-aromatic solvency with glycol ethers to rapidly soften 
and dissolve styrene for easy mechanical removal. Its balanced evaporation rate allows for extended 
dwell time while maintaining rapid residue breakdown. STYRENE CLEAN UP SOLVENT is recommended 
for cleanup of styrene spills in manufacturing or processing facilities, removal of styrene residue from 
tools, molds, and equipment, surface preparation before maintenance or recoating, and cleaning resin 
drips and overspray in fiberglass or composite shops. 
 
Application 
STYRENE CLEAN UP SOLVENT should be used as provided.  Eliminate all ignition sources and ventilate 
area. Wear chemical-resistant gloves (butyl or laminate), safety goggles/face shield, and organic vapor 
respirator if airborne concentrations may exceed limits. Absorb fresh liquid styrene with inert absorbent 
(vermiculite, clay, or polypropylene pads) and dispose of in a grounded hazardous waste container. 
Apply STYRENE CLEAN UP SOLVENT by mop, brush, low-pressure sprayer, or wipe directly onto residue. 
Allow 2–4 minutes for penetration and gel breakdown. Re-wet as needed; do not allow it to dry. Final 
Rinse: Wash area with alkaline detergent and water to remove remaining solvent film and odor. 
 
Physical Properties 
Appearance   Clear to Light Amber Liquid 
Odor     Strong Aromatic Solvent 
Flash Point     ~110–120 °F (43–49 °C) 
Solubility in Water   Dispersible 
Evaporation Rate                                      Moderate (slower than acetone, faster than mineral spirits) 
Specific Gravity                                         ~0.899 (7.49 lb/gal) 

 
Availability 
STYRENE CLEAN UP SOLVENT is available in UN approved 5-gallon pails, and 55-gallon drums and bulk 
quantities. 
 
Handling 
Observe warning labels on containers.  Normal precautions for industrial chemicals apply. This document 
does not purport to address all of the safety concerns, if any, associated with its use. It is the 
responsibility of the user of this product to establish appropriate safety and health practices and 
determine the applicability of regulatory limitations prior to use. 
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