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                          PRODUCT BULLETIN 

STW 73EF  
Touchless Alkaline Touchless Car Truck Wash 
 

General Description 
STW-73EF is a high-performance, low-foam alkaline cleaning concentrate designed specifically for touchless 
vehicle washing of commercial fleets, heavy equipment, trucks, buses, and automotive applications. STW-
73EF uses a balanced blend of alkaline builders, cold-water solvents, low-foam surfactants, and a high-
efficiency EDTA/gluconate chelate system, STW-73EF provides exceptional removal of traffic film, road grime, 
soils, soot, oil residues, bugs, and brake dust. STW-73EF cleans effectively in ambient-temperature water, 
making it ideal for touchless arches, pressure washers, foam cannons, and fleet wash equipment. STW-73EF 
is safe on paint, clearcoat, polished aluminum, chrome, stainless steel, rubber, vinyl, and plastics when 
diluted as recommended. 
  

Applications 
Touchless car and truck wash arches, commercial fleet washing operations, pre-soak applications before 
high-pressure rinse, foam cannon / foam gun applications, cleaning of over-the-road trucks, trailers, tankers, 
buses, heavy equipment and construction vehicle washdown, pressure washer detergent injection systems, 
effective using cold-water, warm-water, and steam-cleaner systems. 
 

Directions for use 
Touchless Pre-Soak (Truck/Equipment): Dilute 1–3% (10–30 mL/L) depending on soil load, Apply bottom-up 
for complete coverage, allow 30–60 seconds dwell, rinse with high-pressure water. (800–2500 psi). 
Pressure Washer Injection: Inject at 0.5–1.5% in final spray, apply evenly, rinse thoroughly with high 
pressure. 
Foam Cannon / Foam Gun: Mix 12–20 oz per gallon in reservoir, adjust air and flow for dense foam, allow 
short dwell time (do not dry), rinse thoroughly. 
Important: Do not allow chemicals to dry on hot surfaces or in direct sunlight. Rinse thoroughly with high-
pressure water. 
 

Physical Properties 
Appearance Clear to light-yellow liquid 
Odor Mild detergent-solvent 
Specific Gravity 1.04 – 1.06 
pH (1% solution) 11.2 – 11.6 
Foam Low 
Solubility Complete in water 
VOC Content < 3%  
 

Availability 
SPEC LUBE 2190 TEP is available in UN approved 5-gallon pails, and 55-gallon drums and bulk quantities. 
 

Handling 
Observe warning labels on containers.  Normal precautions for industrial chemicals apply. This document 
does not purport to address all the safety concerns, if any, associated with its use. It is the responsibility of 
the user of this product to establish appropriate safety and health practices and determine the applicability 
of regulatory limitations prior to use. 
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