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                          PRODUCT BULLETIN 

CABINET STRIPPER 300 
Heavy-Duty Alkaline Cabinet Washer & Soak Tank Powder 
 

General Description 
CABINET STRIPPER 300 is a free-flowing, non-volatile, highly alkaline crystalline powder formulated for the 
removal of heavy grease, carbon, sludge, varnish, and oxidized deposits from ferrous metal surfaces. It is 
specifically designed for use in cabinet washers and soak tank cleaning operations where aggressive cleaning 
performance is required. The formulation combines high caustic alkalinity with advanced builders, chelating 
agents, and low-foaming surfactant technology to deliver rapid soil penetration, emulsification, and 
dispersion without excessive foam generation. CABINET STRIPPER 300 is effective at ambient temperatures 
and demonstrates enhanced performance under heated conditions. 
 

Applications 
CABINET STRIPPER 300 is recommended for cleaning engine parts and industrial components, removing 
baked-on grease, carbon, and varnish, stripping paint from ferrous metal surfaces, and performing 
degreasing and descaling operations in both cabinet washers and soak tanks. It is particularly well suited for 
heavily contaminated parts requiring aggressive alkaline cleaning.  
 

Features and Benefits 
CABINET STRIPPER 300 delivers extreme cleaning power through its high caustic content, enabling rapid 
breakdown of heavy soils and carbonized residues. The formulation is optimized for low-foam performance, 
making it suitable for use in cabinet washers and spray systems. A balanced builder system incorporating 
STPP and soda ash enhances detergency and soil suspension, while sodium gluconate provides effective 
chelation to improve hardness tolerance and prevent redeposition of soils. Sodium metasilicate contributes 
to corrosion protection for ferrous metals during cleaning. The product performs effectively across a wide 
temperature range and is easy to handle due to its free-flowing powder form and rapid solubility in water. 
 

Directions for Use 
CABINET STRIPPER 300 is typically used at concentrations ranging from 0.5 to 2.0 pounds per gallon of water, 
depending on the severity of the soil load and cleaning requirements. Lower concentrations are suitable for 
routine cleaning, while higher concentrations are recommended for heavy stripping applications. The 
product should be added slowly to water with agitation to ensure proper dissolution and to control heat 
generation. Use of warm or heated solutions is recommended to enhance cleaning performance. Always 
follow equipment manufacturer guidelines for chemical usage in cabinet washers or soak tanks.  
 

Compatibility 
CABINET STRIPPER 300 is recommended for use on ferrous metals such as carbon steel and cast iron. Due to 
its highly alkaline nature, it is not recommended for use on aluminum, zinc, tin, or other soft or non-ferrous 
metals, as chemical attack or surface damage may occur.  
 

Environmental Information 
CABINET STRIPPER 300 is an inorganic alkaline formulation that is not expected to persist in the environment 
as a defined compound. Environmental considerations are primarily related to elevated pH and dissolved 
solids, which may impact aquatic systems if discharged untreated. Product components may contribute to 
alkalinity and nutrient loading. Releases to the environment should be avoided, and wastewater should be 
neutralized and treated in accordance with applicable local, state, and federal regulations prior to discharge. 
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Regulatory Information 
CABINET STRIPPER 300 is intended for industrial and professional use only. Users are responsible for ensuring 
compliance with all applicable local, state, and federal regulations governing the use, handling, storage, and 
disposal of this material.  
 

Physical Properties 
Appearance:     White Crystalline Powder 
Odor:      Mild / Characteristic 
Specific Gravity:    ~2.10 – 2.20 
pH (1% solution):    ~13.7 – 14.0 
Solubility in Water:    Completely Soluble 
Foaming:     Low / non-foaming 
(Typical values; not a specification) 
 

Availability 
CABINET STRIPPER 300 is available in UN approved 50-pound screw top 5-gallon pails, 450 and 500 pound 
open top 55-gallon drums. 
 

Handling and Safety  
For industrial and professional use only. Not for household, food, or pharmaceutical use. Avoid contact with 
skin, eyes, and clothing. Appropriate personal protective equipment, including chemical-resistant gloves, 
goggles, and protective clothing, should be worn when handling this product. Avoid breathing dust during 
handling operations. When preparing solutions, add CABINET STRIPPER 300 slowly to water to minimize heat 
generation and prevent splashing. 


