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                          PRODUCT BULLETIN 

TT-I-735A GRADE B 
Solvent for Industrial & Military Applications 
 

General Description 
TT-I-735A is a high-purity, alcohol-based solvent cleaner formulated to comply with the requirements of TT-
I-735A, Grade B. Based on ~99% isopropyl alcohol, this product provides rapid removal of light oils, films, 
moisture, and surface contaminants from metal and non-metal substrates, with fast evaporation and residue-
free cleaning. The product provides fast evaporation and residue-free cleaning, making it ideal for 
applications requiring clean, dry surfaces. It is optimized for industrial, marine, and government use where 
specification-grade solvent cleaning and rapid drying are required. 
 

Typical Applications 
TT-I-735A is widely used in maintenance, repair, and overhaul (MRO) operations for final cleaning of 
components, surface preparation prior to painting or coating, and removal of light oils and handling residues. 
It is particularly effective for wipe-down of metal surfaces, cleaning of instrumentation and sensitive 
equipment, and preparation of parts prior to inspection or assembly. The product is suitable for spray, wipe, 
and immersion applications where fast drying and minimal residue are critical. 
 

Features and Benefits 
TT-I-735A provides fast-evaporating, residue-free cleaning for light oils, fingerprints, and surface 
contaminants. The product is completely miscible in water, allowing effective displacement of moisture and 
compatibility with aqueous residues. It leaves no oily film after evaporation, supporting high-quality surface 
preparation. The formulation is non-corrosive to most metals and compatible with a wide range of industrial 
materials when used as directed. Its fast-drying characteristics make it especially suitable for final wipe and 
precision cleaning applications where residue-free performance is critical. 
 

Performance Characteristics 
TT-I-735A (Grade B) delivers rapid penetration and removal of light contaminants and processing residues. 
Its fast evaporation rate reduces drying time and minimizes the potential for residue formation. The product 
is especially suited for final cleaning operations where a clean, dry surface is required prior to coating, 
bonding, inspection, or assembly. 
 

Material Compatibility 
Compatible with carbon steel, stainless steel, aluminum, and most common industrial alloys. Generally safe 
for many plastics, elastomers, and coatings with brief exposure; however, testing is recommended prior to 
use on sensitive materials. 
 

Specification Compliance Statement 
TT-I-735A is formulated to meet or exceed the performance requirements of TT-I-735A, Grade B solvent 
cleaner. This product is manufactured using controlled raw materials and quality procedures to ensure 
consistent compliance with the key physical and performance characteristics defined by the specification, 
including flash point range, solvency performance, and residue characteristics. Certification of conformance 
and supporting documentation are available upon request. Batch-specific Certificates of Analysis (COA) can 
be provided where required for contract or governmental submittals. Users should verify any project-specific 

qualification, approval, or documentation requirements prior to use. This product is suitable for use where 
TT-I-735A Grade B solvent cleaner is specified. 
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Directions for Use 
TT-I-735A is ready-to-use and should be applied as supplied. Do not dilute. Apply by spray, wipe, dip, or brush 
depending on the application and level of contamination. For general cleaning, apply to the surface and allow 
brief contact time to dissolve contaminants, then wipe clean with a lint-free cloth or allow to air dry. For final 
surface preparation, apply using a clean cloth or spray and allow product to evaporate completely before 
coating or assembly. Avoid excessive application that may lead to unnecessary vapor buildup. Ensure 
adequate ventilation during use. Do not apply to hot surfaces or near ignition sources. For critical 
applications, use clean, lint-free wipes to prevent recontamination of cleaned surfaces. 
 

Environmental Information 
This product is not expected to persist in the environment as a defined compound due to rapid volatilization 
and biodegradation. The primary environmental considerations are flammability and improper release. Avoid 
uncontrolled discharge and follow all applicable regulations for handling and disposal. 
 

Regulatory Information 
TT-I-735A complies with the performance requirements of TT-I-735A, Grade B solvent cleaner. Users should 
verify compliance with specific contract or agency requirements where certification or qualification 
documentation is required. All components are listed or exempt from listing on the TSCA inventory. 
 

Physical Properties 
Appearance:    Clear, colorless liquid 
Odor:     Characteristic alcohol odor 
Flash Point:    ~53°F (12°C) (Closed Cup, ASTM D56) 
Boiling Range:    ~180–183°F (82–84°C) 
Specific Gravity:    ~0.78–0.79 @ 20°C 
Solubility in Water:   Completely miscible 
Evaporation Rate  (n-Butyl Acetate = 1): ~1.5 – 2.0 (fast) 
VOC Content:    100% 
(Typical values; not a specification) 
 

Availability 
TT-I-735A is available in UN-rated containers including 1-gallon containers, 5-gallon pails, 55-gallon drums, 
and bulk quantities. 
 

Handling and Safety  
This product is intended for industrial and professional use in manufacturing and maintenance operations. 
This product is a highly flammable liquid and vapor; keep away from heat, sparks, open flames, and hot 
surfaces. No smoking in use or storage areas. Use only in well-ventilated areas to prevent accumulation of 
vapors. Avoid breathing vapors or mists and avoid prolonged or repeated contact with skin and eyes. 
Appropriate personal protective equipment should be used, including safety glasses or chemical goggles and 
chemical-resistant gloves. Ground and bond containers during transfer operations to prevent static 
discharge. Use explosion-proof equipment where required. Vapors may accumulate in low areas and may 
travel to ignition sources and flash back. Store in a cool, dry, well-ventilated area away from incompatible 
materials such as strong oxidizers. Keep containers tightly closed when not in use. Refer to the Safety Data 
Sheet (SDS) for complete safety, handling, and emergency response information. 

 


