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                          PRODUCT BULLETIN 

881 SOLVENT THINNER 
Fast-Acting Paint Thinner and Equipment Cleaning Solvent 
 

General Description 
881 SOLVENT THINNER is a high-performance blend of fast-evaporating ketone, aromatic, and alcohol 
solvents engineered for aggressive thinning and rapid removal of paints, coatings, oils, and residues. The 
product is designed to provide excellent solvency power while maintaining a controlled evaporation profile 
for efficient cleaning and surface preparation. This formulation is particularly effective for dissolving and 
removing dried and semi-cured coatings, making it ideal for maintenance cleaning, paint shop operations, 
and general industrial solvent applications. 
 

Applications 
881 SOLVENT THINNER is recommended for use in a wide range of industrial and maintenance applications 
including paint thinning, spray equipment cleaning, and surface preparation. The product is highly effective 
for cleaning spray guns, hoses, pumps, and paint pots, and for removing residual coatings from metal 
surfaces. It is also suitable for use as a wipe-down solvent prior to coating operations where rapid drying is 
required. 
 

Features and Benefits 
881 SOLVENT THINNER provides a strong balance of solvency and evaporation rate, allowing for rapid 
penetration and removal of coatings without excessive residue. The formulation delivers fast drying 
characteristics to minimize downtime and improve operational efficiency. The inclusion of aromatic solvent 
content enhances the ability to dissolve heavy or aged coatings, while the ketone and alcohol components 
improve overall cleaning performance and surface wetting. The product is formulated for consistent 
performance across a wide range of coating types, including oil-based, alkyd, and many industrial finishes. 
 

Directions for Use 
881 SOLVENT THINNER may be used neat for cleaning or added directly to coatings as a thinner where 
compatible. For equipment cleaning, circulate or flush through spray systems, hoses, and pumps until 
residues are removed. For surface preparation, apply by wipe, spray, or immersion and allow to evaporate 
completely before further processing. Use only in well-ventilated areas. Avoid excessive application to 
prevent unnecessary solvent loss. 
 

Compatibility 
881 SOLVENT THINNER is compatible with many oil-based paints, alkyd coatings, and a wide range of 
industrial finishes. Due to its strong solvency, it may attack certain plastics, elastomers, and sensitive 
coatings. Compatibility testing is recommended prior to use on unfamiliar substrates or materials. 
 

Environmental Information 
This product contains volatile organic compounds (VOCs) and should be handled to minimize emissions to air 
and release to the environment. Prevent discharge to drains, waterways, and soil. Spills should be contained 
and collected using appropriate absorbent materials. 
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Regulatory Information 
For transportation purposes, 881 SOLVENT THINNER may be classified as: 
UN1263 – Paint related material, Class 3, Packing Group II 
Users are responsible for ensuring compliance with all applicable federal, state, and local regulations 
regarding storage, handling, use, and disposal. 
 

Physical Properties 
Appearance:    Clear, water-white liquid 
Odor:     Characteristic solvent odor 
Density:    ~6.0 – 6.2 lb/gal  
Specific Gravity:   ~0.72 – 0.73 
Flash Point:    ~0°F (-18°C) 
Boiling Range:    ~138 – 229°F 
Evaporation Rate:   Fast (>1 vs. n-butyl acetate) 
Solubility in Water:   Partial (dispersible) 
(Typical values; not a specification) 
 

Availability 
881 SOLVENT THINNER is available in UN approved 5-gallon pails, and 55-gallon drums and bulk quantities. 
 

Handling and Safety  
881 SOLVENT THINNER is a highly flammable solvent blend and must be handled with appropriate 
precautions. Keep away from heat, sparks, open flames, and other ignition sources. Use only with adequate 
ventilation to prevent vapor accumulation. Avoid breathing vapors and prevent contact with eyes and skin. 
Appropriate personal protective equipment, including gloves, eye protection, and flame-resistant clothing 
where required, should be used. Refer to the Safety Data Sheet for complete safety, handling, and regulatory 
information. 
 

 


