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PRODUCT BULLETIN

CARB CLEAN 2600

Water-Based Carburetor and Precision Parts Immersion Cleaner

General Description

CARB CLEAN 2600 is a professional-strength, water-based immersion cleaner developed for the removal of
gum, varnish, fuel residue, oils, grease, carbonaceous deposits, and oxidized hydrocarbon contamination
from carburetors, throttle bodies, fuel system components, and other precision metal parts. The product
utilizes a carefully balanced combination of water-compatible solvents, alkaline cleaning technology,
surfactants, and metal-friendly additives to provide aggressive cleaning performance while maintaining
compatibility with many commonly encountered metals and alloys. Unlike traditional immersion cleaners
that rely heavily upon highly volatile or strongly odorous solvent systems, CARB CLEAN 2600 is formulated
as a lower-VOC, reusable immersion bath designed for full-strength use without dilution. The formulation is
intended to provide effective cleaning performance while reducing many of the handling concerns commonly
associated with older-style carburetor dipping systems.

Applications
CARB CLEAN 2600 is intended for use as a full-strength immersion cleaner for carburetors, throttle bodies,

fuel system components, small engine components, machined metal parts, cast metal assemblies, precision
mechanical components, and other maintenance cleaning applications where removal of hydrocarbon
deposits, oxidized fuel residue, grease, sludge, and carbonaceous contamination is required. The product is
suitable for use in immersion tanks, dip baskets, soak tanks, maintenance shops, repair facilities, and
immersion cleaning operations and maintenance cleaning applications.

Features and Benefits

CARB CLEAN 2600 is formulated to rapidly penetrate and loosen oxidized fuel residues, varnish, gum, grease,
sludge, and soft carbon deposits through a combination of solvent penetration, emulsification, alkaline
cleaning action, and surfactant technology. The formulation is designed for reusable immersion bath service
and may help reduce cleaning labor by minimizing the need for aggressive mechanical scrubbing under many
cleaning conditions under many cleaning conditions. The water-based formulation contains no chlorinated
solvents and is designed to provide a lower volatile organic compound (VOC) profile compared to many
traditional immersion cleaning technologies. The formulation is engineered to rinse readily with water and
supports rapid drying following cleaning operations. Specialized additives are incorporated to improve bath
stability and support compatibility with many common carburetor metals and mixed-metal assemblies
encountered during maintenance operations.

Directions for Use

Use product full strength. Do not dilute. Submerge components completely into the immersion bath and
allow sufficient contact time for deposits to soften and loosen. Typical cleaning times range from
approximately 30 minutes depending upon deposit severity, contamination type, and component geometry.
Prolonged soaking should be avoided. Aluminum, zinc alloys, pot metal, and other sensitive materials should
not remain immersed for extended periods. Following cleaning, remove parts from the bath and rinse
thoroughly with clean water. Dry immediately using compressed air or allow components to dry completely
before returning equipment to service. Avoid prolonged immersion of aluminum, zinc alloys, pot metal, or
other sensitive materials until compatibility testing has been completed.
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Compatibility

CARB CLEAN 2600 is formulated for use on many common carburetor and small engine component metals,
including steel, aluminum, zinc alloys, and typical cast metal parts when used as directed. Because
carburetors and fuel system components may contain mixed metals, coatings, plastics, elastomers, gaskets,
and sensitive alloys, compatibility should be verified prior to extended soaking or production use. Do not
allow aluminum, zinc, pot metal, or other soft alloy parts to remain in the bath for prolonged periods. Rinse
thoroughly and dry immediately after cleaning.

Environmental Information

CARB CLEAN 2600 is a water-based, lower-VOC immersion cleaner designed to reduce reliance on traditional
high-solvent carburetor dipping systems. The product contains no chlorinated solvents and is intended for
reusable bath service, which may help reduce waste compared to single-use cleaning methods. Used solution
may contain oils, fuel residues, metals, and other contaminants removed during cleaning and should be
managed accordingly. Dispose of spent material and rinse water in accordance with applicable local, state,
and federal regulations.

Regulatory Information

CARB CLEAN 2600 is intended for industrial and professional use only. The product is designed as a lower-
VOC, water-based alternative to traditional immersion solvent cleaners. Refer to the current Safety Data
Sheet for OSHA/GHS hazard classification, transportation information, VOC information, and applicable
regulatory disclosures before use.

Physical Properties

Appearance: Clear amber liquid

Odor: Mild characteristic

pH: 9.5-10.5

Density: Approximately 8.38 Ib/gal

VOC Content: Approximately 2.8 Ib/gal (=335 g/L)
Solubility: Complete

Use Dilution: Full strength

(Typical values; not a specification)

Availability
Name is available in UN approved 5-gallon pails, and 55-gallon drums and bulk quantities.

Handling and Safety

Before use, refer to the Safety Data Sheet (SDS) for complete handling instructions, precautions, and personal
protective equipment recommendations. Use appropriate gloves and eye protection. Use with adequate
ventilation and avoid unnecessary exposure to mists or vapors.
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