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                          PRODUCT BULLETIN 

CIP-1652 DEGREASER 
Degreaser for Clean-in-Place and Pressure-Wash Cleaning 
 

General Description 
CIP-1652 DEGREASER is a concentrated, water-based alkaline cleaner formulated with detergents, 
dispersants, chelating agents, and water-soluble solvent to remove oils, greases, light carbonaceous soils, 
and general industrial grime from surfaces not harmed by water or alkaline cleaners. Originally developed 
for clean-in-place cleaning applications, CIP-1652 DEGREASER is also well suited for pressure-water and 
pressure-wash use where rapid wetting, soil penetration, emulsification, and free-rinsing performance are 
required. CIP-1652 DEGREASER is designed to be diluted with water prior to use. The product helps penetrate 
oily soils, suspend loosened contamination, and rinse cleanly from equipment and washable hard surfaces. 
The formulation is non-flammable, water dilutable, and contains a balanced combination of surfactants, 
alkaline builders, dispersants, and solvent coupling for effective industrial degreasing. 
 

Applications 
CIP-1652 DEGREASER may be used for clean-in-place cleaning of process equipment, tanks, piping, 
recirculation systems, and other equipment where oil, grease, residue, and shop soils must be removed from 
water-compatible surfaces. It may also be used in pressure-wash and pressure-water cleaning operations for 
equipment, floors, machinery, containment areas, and other hard surfaces where an alkaline degreaser is 
appropriate. 
For pressure-wash applications, CIP-1652 DEGREASER may be applied through downstream injection, pump-
up sprayers, foam or low-pressure pre-spray equipment, or other conventional pressure-cleaning systems. 
Allow adequate dwell time for soil penetration, then rinse thoroughly with clean water. Avoid prolonged 
contact on aluminum, zinc, galvanized metal, painted surfaces, or other alkali-sensitive substrates unless 
compatibility has been confirmed. 
 

Features and Benefits 
CIP-1652 DEGREASER is a concentrated, water-based alkaline degreaser formulated for industrial cleaning 
applications requiring strong oil, grease, and soil removal performance. The product is suitable for both clean-
in-place (CIP) systems and pressure-wash cleaning operations, providing rapid wetting, penetration, 
emulsification, and suspension of oily contaminants and industrial grime. Its free-rinsing formulation helps 
minimize residue after cleaning while allowing flexible dilution ratios for both heavy-duty and maintenance 
cleaning applications. CIP-1652 DEGREASER is completely water dilutable and may be applied through 
recirculation systems, spray equipment, foam systems, soak tanks, or pressure-water cleaning equipment. 
The formulation is non-flammable, low VOC, and effective in both ambient and elevated-temperature 
cleaning systems. The balanced combination of surfactants, dispersants, alkaline builders, and solvent 
coupling agents helps maintain cleaning efficiency while supporting easy rinseability and broad industrial 
utility. A lavender fragrance is incorporated to help reduce harsh chemical odors during use. 
 

Environmental Information 
CIP-1652 DEGREASER is water-based and contains no petroleum distillate carrier. The product is designed to 
be diluted with water and rinsed from cleaned surfaces. Used cleaning solutions may contain oil, grease, 
metals, process residues, or other contaminants removed during cleaning and should be handled, treated, 
and disposed of in accordance with applicable federal, state, and local regulations. 
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Directions for Use 
CIP-1652 DEGREASER is a concentrated cleaner and should be diluted with water prior to use. The product 
may be applied through clean-in-place (CIP) systems, pressure washers, spray equipment, foam systems, soak 
tanks, mop and bucket applications, or other conventional industrial cleaning methods. Cleaning efficiency 
will generally improve with increased temperature, agitation, pressure, and dwell time. For heavy oil, grease, 
or carbonaceous soil removal, dilute 1 part CIP-1652 DEGREASER with approximately 10 parts water. For 
medium-duty cleaning, dilute 1 part product with 10 to 20 parts water. For light-duty cleaning or maintenance 
washing, dilute 1 part product with 20 to 40 parts water or greater depending on soil conditions and cleaning 
requirements. Apply the diluted solution to the surface or recirculate through the system to be cleaned. Allow 
sufficient contact time for penetration and emulsification of soils, then rinse thoroughly with clean water. 
Hot water may improve cleaning speed and overall degreasing performance. Do not allow the product to dry 
on surfaces prior to rinsing. Compatibility testing is recommended before use on aluminum, galvanized metal, 
painted surfaces, or other alkali-sensitive materials. 
 

Compatibility 
CIP-1652 DEGREASER is compatible with most ferrous metals, stainless steel, concrete, and many industrial 
hard surfaces when used as directed. The product is designed for use on surfaces not adversely affected by 
water or alkaline cleaners and is suitable for many clean-in-place and pressure-wash cleaning applications 
involving oils, greases, and general industrial soils. Because the product is alkaline, prolonged contact or high 
concentrations may dull, stain, or attack aluminum, zinc, galvanized metals, magnesium, soft non-ferrous 
alloys, or certain painted and coated surfaces. Compatibility with plastics, rubber compounds, painted 
finishes, and sensitive materials should be verified prior to large-scale use. A small area test is recommended 
before full application, especially when using elevated temperatures or extended dwell times. 
 

Regulatory Information 
CIP-1652 DEGREASER is a water-based, non-flammable alkaline cleaning compound formulated for industrial 
and professional cleaning applications. Based on the current formulation, CIP-1652 DEGREASER is expected 
to be classified as non-regulated for U.S. DOT ground transportation when shipped in non-bulk packaging as 
supplied. The product contains no petroleum distillate carrier and is completely water dilutable. Used 
cleaning solutions may contain oils, greases, metals, or other process contaminants removed during cleaning 
operations. Disposal of spent solutions should be performed in accordance with applicable federal, state, and 
local environmental regulations. Regulatory status may vary depending on dilution, method of use, package 
size, mode of transportation, and contamination during service. 
 

Physical Properties 
Appearance:    Clear to slightly hazy liquid 
Color:     Blue or as supplied 
Odor:     Lavender / mild detergent 
Specific Gravity:   ~1.00–1.02 
Density: Approximately   8.3–8.5 lb/gal 
pH:     Alkaline; use dilution expected to be <12.5 
Flash Point:    None; water-based, non-flammable 
Solubility:    Complete in water 
VOC Content:    <5% 
(Typical values; not a specification) 
 

Availability 
CIP-1652 DEGREASER is available in UN approved 5-gallon pails, and 55-gallon drums and bulk quantities. 
 

Handling and Safety  
Observe all warnings and precautions on the product label and Safety Data Sheet. Use appropriate personal 
protective equipment when handling concentrated product or spray mist, including chemical-resistant gloves 
and eye protection. Avoid contact with eyes, skin, and clothing. Use with adequate ventilation, especially 
during spray or pressure-wash applications. Do not take internally. For industrial and professional use only. 


