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DEFOAM FM-CN
Defoamer Powder for Process, Concrete Pumping, and Drilling
Activities

General Description
DEFOAM FM-CN is a fast, long lasting, effective defoaming and anti-foaming agent for inorganic
slurries.  special organic defoamer formulated to reduce air is slurries and other aqueous processes.
The use of DEFOAM FM-CN can effectively reduce problems with air, such as low densities,
surface foaming, and defects caused by bubbles.  It is especially useful in formulations which require
the use of organic additives and where entrained air must be avoided without changing the slurry
properties.

Application
DEFOAM FM-CN is readily soluble in water and is added in the amount of 0.1 - 0.2 kg / 0.2 - 0.4
lb per bag of cement to eliminate entrained air for greater ease of slurry pumping and more effective
cavity filling.

Physical Properties
Appearance Off-white, free flowing powder
Bulk Density kg/m3 432
                      lb/ft3 27
Solubility Readily disperses
pH, 1% solution 8.0 - 9.0
Flash Point None

Availability
DEFOAM FM-CN is available in 68 kg / 150lb net weight fiber drums.

Handling
It is recommended that this product be stored in a cool, dry place away from direct heat and
flammable or combustible materials.  Observe warning label on containers.  Normal precautions for
industrial chemicals apply.


