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DF-9030 FG
Defoamer for Drinking Water Process and Food Related Activities

General Description
DF-9030 FG is a 30% antifoam emulsion of polydimethylsiloxane useful for defoaming aqueous
systems. DF-9030 FG  may be used in both industrial and food grade applications and is very
effective in foaming related to drinking water production.  DF-9030 FG can be used in industrial
applications as well as food grade applications.

Regulatory Status
FDA: DF-9030 FG  may be used in food contact applications where FDA regulations apply.
Kosher Certification: DF-9030 FG is certified to be Kosher and Parve.  
USDA: DF-9030 FG  may be used on equipment which may contact edible products in official
establishments operating under the Federal Meat and Poultry Products Inspection Program. 
EPA Pesticide Chemical Regulations: The ingredients in DF-9030 FG are exempt from the
requirement of a tolerance under EPA regulation 40 CFR 180.1001 (d) {growing crops only}.

Application
The amount of antifoam required will be dependent upon the application, however, it is
recommended that evaluations begin at 10 ppm of active silicone. While there is no limit to the
silicone concentration that may be used in industrial applications, in food grade applications the
silicone concentration must not exceed 10 ppm (consult applicable FDA regulations for conditions
or limitations of use). Prior to addition to the foaming solution, DF-9030 FG  should be gently
agitated to insure emulsion uniformity. The DF-9030 FG  may then be used as received or may be
prediluted with cool water before addition to the foaming solution. 

Physical Properties
Color White, Opaque Emulsion
Specific Gravity  60BF 1.01
Viscosity @ 25B C, Centistokes 5000 - 6000
Flash Point None

Availability
DF-9030 FG is available in UN approved 5 gallon pails and 55 gallon drums.

Handling
Observe warning label on containers.  Normal precautions for industrial chemicals apply.


